
Class II

30,000hrs
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Ideal for commercial building, o�ces, conference room, 
classrooms, shops & etc.

Your partner in lighting technology

PLUTO LEDLED
SL 173/SL 176/SL 181/SL 184 Downlight SeriesSL 190 Downlight Series

LED Driver



Order Information

Dimension
(Ø xH) (mm) CRI & CCT

Nominal
Power (W)

Nominal
System Lumen Output (lm)

Nominal
System E�cacy (lm/W)

Light Source
ModelDriver ModelModel No.

SL 190 (4”)

SL 190 (6”)

SL 190 (8”)

120x36

170x36

223x37

830/840/865DLM SlimCertaDrive

10
12
12
15
20
20
23

103
98

106
101
105
107
104

1030
1178
1277
1510
2095
2134
2390

Note : Subject to +/- 1.5mm Other various types are available upon request.

108*All LED component are subject to the LED component manufacturers warranty terms and condition. *SJ Lite reserves the right to change and amend the specification without prior notice. REV03_07/2020

Photometric

IES �le No: SJ5321

Intensity [cd/1000lm]
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22 691 307998

61 473 770173
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TM5 Utilization Factors

Utilization factors
Room reflection

SHR NOM=1.50 SHR MAX=1.55 SHR MAX
TR=1.74

Room index
C W F

61
53
48
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53
48
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52
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53

77
69
64
74
68
63
72
67
62
60

82
75
70
79
73
69
76
72
68
65

89
83
78
86
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76
83
78
75
71

93
88
84
90
85
82
87
83
80
76

97
92
88
93
89
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83
79

101
97
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97
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91
93
91
88
84

104
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97
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97
94
96
94
91
87
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