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SP 101 Backlit Panel Light Series

Your partner in lighting technology

An e�cient energy saving long life solution for 
replacing conventional �uorescent light �ttings. 
Provide high e�cient direct illumination. 30mm 
depth pro�le o�er uniform distribution and 
deliver high lumen output. Luminous E�cacy up 
to 100lm/w. High quality low �icker driver. 
Lightweight housing allow easy handling and 
installation.

Mounting

Housing & Frame Material

Power Supply

Operating Temperature

Power Factor

Total Harmonic Distortion

Ingress Protection

Insulation Classi�cation

Life Cycle

UGR

Optional

T-Bar Recessed (Standard)

Surface/ Pendant (Optional)

Wood/ Plaster Ceiling(Optional)

CRS & Aluminium

200V-240V 50/60Hz

-20°C ~ 40°C

0.9

≤20%

IP20

Class II

30,000hrs (L70/B50@25°C)

50,000hrs (Option)

<22

CCT switch

Back

Ideal for o�ces, retail store, schools and etc.

Polystyrene

Frosted

Di�user Material

Di�user Pattern

Dali/1-10V*Dimming Option

Dimension

W

H

L

Order Information

Note : Subject to +/- 1.5mm * Specification subject to change without prior notice.

Model No.

SP 101.40 (2x2)

SP 101.40 (1x4)

 SP 101.60 (2x4)

40

40

56

4300

4000

5800

107

100

103

595x595x30

600x600x30

1195x295x30

1210x300x30

1195x595x30

1210x600x30

(Metric) 

(Imperial)

(Metric) 

(Imperial)

(Metric) 

(Imperial)

Driver Model

SMD 2835

CRI & CCT

830 / 840 / 865

Norminal
Power (W)

Norminal
System E�cacy

(lm/W)

Dimension 
(LxWxH) (mm)

Light Source 
Model

Norminal
System Lumen

Output (lm)

Philips
(Optional)

Tridonic



90*All LED component are subject to the LED component manufacturers warranty terms and condition. *SJ Lite reserves the right to change and amend the specification without prior notice. REV07_10/2021
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351

225

156
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IES �le No: SJ7391

0

350

Photometric

Product Details

Accessories Added

TM5 Utilization Factors

Utilization factors
Room reflection

SHR NOM=1.50 SHR MAX=1.62 SHR MAX
TR=1.82

Room index
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Pendant Wood / PlasterSurface

Optic PMMA Lens

Recessed
( “T” Bar Ceiling )

Mounting Type

1x4 - 4pcs
2x2 - 4pcs
2x4 - 6pcs

Pendant Mounting
Suspension Kits/Chain

Surface Mounting
Metal Frame x1

Wood / Plaster Mounting
Metal Frame x1


