
Features & Bene�ts

Application

Recessed mounted LED Downlight in white �nish and 
separate energy e�cient electronic driver.

Ideal for restaurants, general shops, small o�ces, reception area 
& etc.Mounting

Housing Material

Power Supply

Operating Temperature

Recessed

Die Cast Aluminium

220-240V  ~50Hz

45°C

Power Factor 0.9

Total Harmonic Distortion >20%

Ingress Protection IP20

Insulation Classi�cation Class II

Luminaire Product Description

Optics

*Dimming Option Fixed Output

Control

Life Cycle Up to 25,000hrs

Power Surge Capacity 1.5kv

Di�user Material Polycarbonate

Di�user Pattern Frosted

CL 100 / CL 101 Downlight Series (HE)

PLUTO LEDLED

85

Photometric

IES �le No: SJ5183
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CERT.TO
MS IEC 60598-2-2 :2011,  
MS IEC 60598-1 :2014
CERT.NO: PC003594



Dimension
(Ø xH) (LxWxH) (mm) CRI & CCT

Nominal
Power (W)

Nominal
System Lumen Output

(lm)

Nominal
System E�cacy 

(lm/W)Driver Model

Order Information

Model No.

CL 100.4 RD
CL 100.6 RD
CL 100.8 RD
CL 101.4 SQ
CL 101.6 SQ
CL 101.8 SQ

Note : Subject to +/- 1.5mm *Other various types are available upon request.

830 / 840 / 865SJ Lite Eco

Dimension

150 x 25
175 x 25
225 x 25

150 x 150 x 25
175 x 175 x 25
225 x 225 x 25
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1000
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86*All LED component are subject to the LED component manufacturers warranty terms and condition. *SJ Lite reserves the right to change and amend the specification without prior notice. REV04_04/2022

CL 100.4 RD -
CL 100.6 RD -
CL 100.8 RD - 215mm

138mm
160mm

CL 101.4 SQ -
CL 101.6 SQ -
CL 101.8 SQ -

138x138mm
160x160mm
212x212mm


