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Compliance & Certificate

It’s time to change

02 *Not applicable for all LED Lighting Models
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SONIC
ECO SB T8 Bare Batten Series

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Wall/Pendant

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

1
2
1
2

ECO SB 1A 120
ECO SB 2A 220
ECO SB 1C 140
ECO SB 2C 240

612

1221

54
100
54

100

87

Model No. No. Of Lamp L(mm) W(mm) H(mm)

SONIC
ECO SFB2 Slim Batten Series

Luminaire Product Description

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Wall/Pendant

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Dimension

1
2
1
2

ECO SFB2 1A 120
ECO SFB2 2A 220
ECO SFB2 1C 140
ECO SFB2 2C 240

614

1223

51
100
51

100

61
66
61
66

Model No. No. Of Lamp L(mm) W(mm) H(mm)

SONIC
ECO SD T8 Daikon Di�used Batten Series

Luminaire Product Description

Mounting
Housing Material
Coating
Di�user
Light Source
Input Voltage
Power Factor
Ingress Protection
Insulation Classi�cation

Surface/Wall/Pendant
Cold Rolled Steel
Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO
240V~, 50Hz
>0.9
IP20
Class I

Wide Choice of diffuser type for selection

Dimension

1
2
1
2

ECO SD 1A 120
ECO SD 2A 220
ECO SD 1C 140
ECO SD 2C 240

620
626

1228
1228

58

66
120
66

120

38

92
102
92

102

Model No. No. Of Lamp L(mm) W(mm) W1(mm) H(mm) H1(mm)L1(mm)

630
636

1238
1238

SONIC
ECO SWG T8 Vandal Proof Batten Series

Luminaire Product Description

Mounting

Housing & Guard Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Wall/Pendant

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Dimension

Pad Lock

Cam Lock

L 1

1
2
1
2

ECO SWG 1A 120
ECO SWG 2A 220
ECO SWG 1C 140 
ECO SWG 2C 240

616

1224

54
100
54

100

81
105
81

105

40
45
40
45

109
115
109
115

Model No. No. Of Lamp L(mm) W(mm) W1(mm) H(mm) H1(mm)L1(mm)

629

1233

1
2
1
2

ECO SWG 1A 120
ECO SWG 2A 220
ECO SWG 1C 140 
ECO SWG 2C 240

616

1224

54
100
54

100

81
105
81

105

40
45
40
45

109
115
109
115

Model No. No. Of Lamp L(mm) W(mm) W1(mm) H(mm) H1(mm)L1(mm)

629

1233

Opal Prismatic Acrylic
Clear

Acrylic
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ECO SFB2 2C



SONIC
ECO SWGN T8 Vandal Proof Batten Series

Luminaire Product Description

Mounting

Housing & Guard Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Wall/Pendant

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Dimension

WL

H H
1

W 1L 1

1
2
1
2

ECO SWGN 1A 120
ECO SWGN 2A 220
ECO SWGN 1C 140 
ECO SWGN 2C 240

614

1225
59

69
120
69

120

38 105

Model No. No. Of Lamp L(mm) W(mm) W1(mm) H(mm) H1(mm)L1(mm)

624

1235

SONIC
ECO SWG T8 Vandal Proof Batten Series

Luminaire Product Description

Mounting

Housing & Guard Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Wall/Pendant

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

1
2
1
2

ECO SB 1A 120 (Wire Net)
ECO SB 2A 220 (Wire Net)
ECO SB 1C 140 (Wire Net)
ECO SB 2C 240 (Wire Net)

620

1229

639
630

1248
1239

58

69
130
69

130

108
109
108
109

Model No. No. Of Lamp L(mm) L1(mm) W(mm) W1(mm) H(mm)

SONIC
ECO SCR T8 Weatherproof Series

SONIC
ECO

Mounting

Housing Material

Di�user

Clips & Mounting Brackets

Light Source

Power Supply

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Wall/Pendant

Polycarbonate

Polycarbonate

Stainless Steel

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP65

Class I

Luminaire Product Description

Dimension

1
2
1
2

ECO SCR 1A 120
ECO SCR 2A 220
ECO SCR 1C 140
ECO SCR 2C 240

660

1269

85
134
85

134

87

Model No. No. Of Lamp L(mm) W(mm) H(mm)

Dimension

L 1

SB T8 Re�ected Batten Series - V Type (Metal/Aluminum)

Mounting

Re�ector Material

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Wall/Pendant

Metal/Aluminum

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

1
2
3
1
2
3

ECO SB 1A 120 (V Type)
ECO SB 2A 220 (V Type)
ECO SB 3A 320 (V Type)
ECO SB 1C 140 (V Type)
ECO SB 2C 240 (V Type)
ECO SB 3C 340 (V Type)

618

1223

85
70
85
85
70
85

137

Model No. No. Of Lamp L(mm) W(mm) H(mm)

ECO SCR T8 Weatherproof Series

05

Metal

ECO SB 2C 240 (Wire Net)

SB T8 Re�ected Batten Series - V Type (Metal/Aluminum)

Metal

ECO SB 2C 240 (Wire Net)

RoundSquare
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SONIC
SFS Linear Di�used Batten Series

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Wall/Pendant

Cold Roll Steel

Epoxy Polyester Powder

Tridonic LLE

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

622x39x66SFS A5 (11W)

1178x39x66SFS B5 (22W)

Tridonic

LC

1658

3316

150

150

11

22

830/

840/

865

Model No. Dimension Driver CRI & CCT Norminal
Power (W)

Norminal
System Lumen

Output (lm)

Norminal
System E�cacy

(lm/W)
Light Source

Tridonic

LLE

SONIC
SGB Green Batten Series

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Wall/Pendant

Cold Roll Steel

Epoxy Polyester Powder

Tridonic LLE

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

1176x150x56

605x150x56

SGB D5 (46W)

SGB B5 (18W)
Tridonic

LC
6632 14446

18 2068 114830/

840/

865

Model No. Dimension Driver CRI & CCT Norminal
Power (W)

Norminal
System Lumen

Output (lm)

Norminal
System E�cacy

(lm/W)
Light Source

Tridonic

LLE

Black

568x80x100
SEF A5 (10W)

1128x80x100

SEF A5 (18W)

SEF B5 (18W)

SEF B5 (34W)

Tridonic

LC

1043

2053

2145

4288

104

114

119

126

10

18

18

34

830/

840/

865

Model No. Dimension Driver CRI & CCT Norminal
Power (W)

Norminal
System Lumen

Output (lm)

Norminal
System E�cacy

(lm/W)
Light Source

Tridonic

LLE

Mounting

Housing Material

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Pendant/Surface

Extruded Aluminum

Tridonic LLE

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

ECLIPSE
SEF Surface Linear Trunking SeriesSEF Surface Linear Trunking SeriesSEF Surface Linear Trunking SeriesSEF Surface Linear Trunking Series

METEOR
ECO SAC T8 Mirror Louvre Fitting Series (Radius Design)

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface/Pendant

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

2
1
2

ECO SDM 2A 220 (1x2)
ECO SDM 1C 140 (1x4)
ECO SDM 2C 240 (1x4)

683

1293
65

292

292
191

Model No. No. Of Lamp L(mm) W(mm) H(mm)

WL

H



METEOR
ECO SAC T8 Mirror Louvre Fitting Series (Plaster/Wood)

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Plaster/Wood

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

dudu t Descriptiont Description

W

W 1

HH 1

L 1

L

6 1 0x 5 7 0m m    ( 2’ x 2’ )
1 21 5 x 5 7 0m m  ( 2’ x 4 ’ )
1 21 5 x 28 0m m  ( 1 ’ x 4 ’ )

2
2
3
4
2
2
3
4

ECO SAC 2A 220/W MOL (1x2)
ECO SAC 2A 220/W MOL
ECO SAC 3A 320/W MOL
ECO SAC 4A 440/W MOL
ECO SAC 2C 240/W MOL (1x4)
ECO SAC 2C 240/W MOL
ECO SAC 3C 340/W MOL
ECO SAC 4C 440/W MOL

612

1222

270

561

329

270 329

620

561 620

90 78

Model No. No. Of Lamp L(mm) W(mm) W1(mm) H(mm) H1(mm)L1(mm)

636

1246

METEOR
ECO SAC T8 Mirror Louvre Fitting Series (Air Handling)

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Plaster/Wood

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

W

W 1

H

L 1

L

6 1 0x 5 7 0m m    ( 2’ x 2’ )
1 21 5 x 5 7 0m m  ( 2’ x 4 ’ )
1 21 5 x 28 0m m  ( 1 ’ x 4 ’ )

2
3
4
2
3

ECO SAC 2A 220 MOL (AH)
ECO SAC 3A 320 MOL (AH)
ECO SAC 4A 420 MOL (AH) 
ECO SAC 2C 240 MOL (AH)
ECO SAC 3C 340 MOL (AH)

612

1222

90598515

Model No. No. Of Lamp L(mm) W(mm) W1(mm) H(mm)L1(mm)

600

1210

METEOR
ECO SAC T8 Mirror Louvre Fitting Series (Recessed)

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Recessed

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

2
2
3
4
2
2
3
4

ECO SAC 2A 220 MOL (1x2)
ECO SAC 2A 220 MOL
ECO SAC 3A 320 MOL
ECO SAC 4A 420 MOL
ECO SAC 2C 240 MOL (1x4)
ECO SAC 2C 240 MOL
ECO SAC 3C 340 MOL
ECO SAC 4C 440 MOL

612

1222

600

302

302

600

90

Model No. No. Of Lamp L(mm) W(mm) H(mm)L1(mm)

600

1210

METEOR
ECO SAC T8 Mirror Louvre Fitting Series (Surface)

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

W

H

L

2
2
3
4
2
2
3
4

ECO SAC 2A 220/S MOL (1x2)
ECO SAC 2A 220/S MOL
ECO SAC 3A 320/S MOL
ECO SAC 4A 420/S MOL
ECO SAC 2C 240/S MOL (1x4)
ECO SAC 2C 240/S MOL
ECO SAC 3C 340/S MOL
ECO SAC 4C 440/S MOL

612

1222
598

598

302

302
90

Model No. No. Of Lamp L(mm) W(mm) H(mm)

07



Mounting

Housing Material

Coating

Di�user

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Recessed

Cold Roll Steel

Epoxy Polyester Powder

Wide Choice of diffuser type for selection

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

SAC T8 Di�user Fitting Series (Recessed)

AURORAS
ECO

Luminaire Product Description

Dimension

1
2
2
3
4
1
2
2
3
4

ECO SAC 1A 120 (1x2)
ECO SAC 2A 220 (1x2)
ECO SAC 2A 220
ECO SAC 3A 320
ECO SAC 4A 420
ECO SAC 1C 140
ECO SAC 2C 240 (1x4)
ECO SAC 2C 240
ECO SAC 3C 340
ECO SAC 4C 440

612

1222

605

302

302

605

5878

Model No. No. Of Lamp L(mm) W(mm) H(mm) H1(mm)

Opal Prismatic Acrylic
Clear

Acrylic

ECO

METEOR
SAC T8 Wall Washer Fitting Series

Mounting

Housing Material

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Wall

Cold Roll Steel

Epoxy Polyester Powder

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

1
2
1
2

ECO SAC 1A 120 (Washer)
ECO SAC 2A 220 (Washer)
ECO SAC 1C 140 (Washer)
ECO SAC 2C 240 (Washer)

615

1225
138 38243

Model No. No. Of Lamp L(mm) W(mm) H(mm) H1(mm)

08

SAC T8 Di�user Fitting Series (Plaster/Wood)

AURORAS
ECO

Mounting

Housing Material

Coating

Di�user

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Plaster/Wood

Cold Roll Steel

Epoxy Polyester Powder

Wide Choice of diffuser type for selection

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

2
3
4
1
2
2
3
4

ECO SAC 2A 220/W
ECO SAC 3A 320/W
ECO SAC 4A 420/W
ECO SAC 1C 140/W
ECO SAC 2C 240/W (1x4)
ECO SAC 2C 240/W
ECO SAC 3C 340/W
ECO SAC 4C 440/W

1222

302 334

605 637

605 637

97

Model No. No. Of Lamp L(mm) W(mm) W1(mm) H(mm)L1(mm)

1254

612 644

Mounting

Housing Material

Coating

Di�user

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface

Cold Roll Steel

Epoxy Polyester Powder

Wide Choice of diffuser type for selection

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

SAC T8 Di�user Fitting Series (Surface)

AURORAS
ECO

Luminaire Product Description

SAC T8 Di�user Fitting Series (Surface)

Dimension

1
2
2
3
4
1
2
2
3
4

ECO SAC 1A 120/S (1x2)
ECO SAC 2A 220/S (1x2)
ECO SAC 2A 220/S
ECO SAC 3A 320/S
ECO SAC 4A 420/S
ECO SAC 1C 140/S
ECO SAC 2C 240/S (1x4)
ECO SAC 2C 240/S
ECO SAC 3C 340/S
ECO SAC 4C 440/S

605

302

302

605

97

Model No. No. Of Lamp L(mm) W(mm) H(mm)

612

1222

Opal Prismatic Acrylic
Clear

Acrylic Opal Prismatic Acrylic
Clear

Acrylic
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SAC T8 HD Fitting Series (Surface)

AURORAS
ECO

Mounting

Housing Material

Coating

Di�user

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface

Cold Roll Steel

Epoxy Polyester Powder

Wide Choice of diffuser type for selection

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

1
2
2
3
4
1
2
2
3
4

ECO SAC 1A 120/S (HD) (1x2)
ECO SAC 2A 220/S (HD) (1x2) 
ECO SAC 2A 220/S (HD)
ECO SAC 3A 320/S (HD)
ECO SAC 4A 420/S (HD)
ECO SAC 1C 140/S (HD) (1x4)
ECO SAC 2C 240/S (HD) (1x4)
ECO SAC 2C 240/S (HD)
ECO SAC 3C 340/S (HD)
ECO SAC 4C 440/S (HD)

612

1222

598

302

302

598

90

Model No. No. Of Lamp L(mm) W(mm) H(mm)

SAC T8 HD Fitting Series (Plaster/Wood)

AURORAS
ECO

Mounting

Housing Material

Coating

Di�user

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Plaster/Wood

Cold Roll Steel

Epoxy Polyester Powder

Wide Choice of diffuser type for selection

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

1
2
2
3
4
1
2
2
3
4

ECO SAC 1A 120/W (HD) (1x2)
ECO SAC 2A 220/W (HD) (1x2)
ECO SAC 2A 220/W (HD) 
ECO SAC 3A 320/W (HD) 
ECO SAC 4A 420/W (HD) 
ECO SAC 1C 140/W (HD) (1x4)
ECO SAC 2C 240/W (HD) (1x4)
ECO SAC 2C 240/W (HD) 
ECO SAC 3C 340/W (HD) 
ECO SAC 4C 440/W (HD)

612

1222

561 620

270 329

270 329

561 620

90

Model No. No. Of Lamp L(mm) W(mm) W1(mm) H(mm)L1(mm)

636

1246

AURORAS
ECO SAC T8 CRF Series (IP54) (Recessed) 

Mounting

Housing Material

Coating

Di�user

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Recessed

Cold Roll Steel

Epoxy Polyester Powder

Wide Choice of diffuser type for selection

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP54

Class I

Luminaire Product Description

Dimension

2
2
3

3

4

4

2
2

ECO SAC 2A 220 CRF (1x2) (IP54)
ECO SAC 2A 220 CRF (IP54)
ECO SAC 3A 320 CRF (IP54)
ECO SAC 4A 420 CRF (IP54)
ECO SAC 2C 240 CRF (1x4) (IP54)
ECO SAC 2C 240 CRF (IP54)
ECO SAC 3C 340 CRF (IP54)
ECO SAC 4C 440 CRF (IP54)

612

302

302

600

600

90

Model No. No. Of Lamp L(mm) W(mm) H(mm)L1(mm)

1222

600

1210

SAC T8 HD Fitting Series (Recessed)

AURORAS
ECO

Mounting

Housing Material

Coating

Di�user

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Recessed

Cold Roll Steel

Epoxy Polyester Powder

Wide Choice of diffuser type for selection

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP20

Class I

Luminaire Product Description

Dimension

1
2
2
3
4
2
2
3
4

ECO SAC 1A 120 (HD) (1x2)
ECO SAC 2A 220 (HD) (1x2)
ECO SAC 2A 220 (HD)
ECO SAC 3A 320 (HD)
ECO SAC 4A 420 (HD)
ECO SAC 2C 240 (HD) (1x4)
ECO SAC 2C 240 (HD)
ECO SAC 3C 340 (HD)
ECO SAC 4C 440 (HD)

612

1222

600

600

302

302

90

Model No. No. Of Lamp L(mm) W(mm) H(mm)L1(mm)

600

1210

07

Opal Prismatic Acrylic
Clear

Acrylic

Opal Prismatic Acrylic
Clear

Acrylic Opal Prismatic Acrylic
Clear

Acrylic

Opal Prismatic Acrylic
Clear

Acrylic
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SAC T8 HD Fitting Series (Plaster/Wood)

AURORAS
ECO

Mounting

Housing Material

Coating

Di�user

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Plaster/Wood

Cold Roll Steel

Epoxy Polyester Powder

Wide Choice of diffuser type for selection

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP54

Class I

Luminaire Product Description

Dimension

1
2
2
3
4
1
2
2
3
4

ECO SAC 1A 120/W CRF (1x2) (IP54)
ECO SAC 2A 220/W CRF (1x2) (IP54)
ECO SAC 2A 220/W CRF (IP54)
ECO SAC 3A 320/W CRF (IP54)
ECO SAC 4A 420/W CRF (IP54)
ECO SAC 1C 140/W CRF (1x4) (IP54)
ECO SAC 2C 240/W CRF (1x4) (IP54)
ECO SAC 2C 240/W CRF (IP54)
ECO SAC 3C 340/W CRF (IP54)
ECO SAC 4C 440/W CRF (IP54)

612

1222

598 612

300 3341254

598 629

90

Model No. No. Of Lamp L(mm) W(mm) W1(mm) H(mm)L1(mm)

628

302 321628

1256

PLUTO

CL 101

CL 100 / CL 101 Downlight Series (HE)

Luminaire Product Description

Mounting

Housing Material

Power Supply

Operating Temperature

Recessed

Die Cast Aluminium

220V-240V  ~50/60Hz

45°C

Power Factor 0.9

Total Harmonic Distortion >20%

Ingress Protection IP20

Insulation Classi�cation Class II

Life Cycle Up to 25,000hrs

Power Surge Capacity 1.5kv

Dimension
C L  1 00. 4  R D  -
C L  1 00. 6  R D  -
C L  1 00. 8  R D  -  21 5 m m

1 38 m m
1 6 0m m

C L  1 01 . 4  S Q  -
C L  1 01 . 6  S Q  -
C L  1 01 . 8  S Q  -

1 38 x 1 38 m m
1 6 0x 1 6 0m m
21 2x 21 2m m

Dimension
(Ø  xH) (LxWxH) (mm) CRI & CCT

Nominal
Power (W)

Nominal
System Lumen Output

(lm)

Nominal
System E�cacy 

(lm/W)Driver ModelModel No.

CL 100.4 RD
CL 100.6 RD
CL 100.8 RD
CL 101.4 SQ
CL 101.6 SQ
CL 101.8 SQ

N o t e  :  S u b j e c t  t o  + / -  1 . 5 m m * O t h e r  v a r i o u s  t y p e s  a r e  a v a i l a b l e  u p o n  r e q u e s t .

830/ 
840/ 
865

SJ Lite Eco

150x25
175x25
225x25

150x150x25
175x175x25
225x225x25

12
18
24
12
18
24

1000
1500
1900
1090
1550
1900

83
83
79
91
86
79

Optics
Di�user Material Polycarbonate

Di�user Pattern Frosted

C E R T . T O
M S  I E C  6 05 9 8 - 2- 2 : 201 1 ,   
M S  I E C  6 05 9 8 - 1  : 201 4
C E R T . N O :  P C 0035 9 4

SAC T8 CRF Series (IP54) (Surface) 

AURORAS
ECO

Mounting

Housing Material

Coating

Di�user

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

Surface

Cold Roll Steel

Epoxy Polyester Powder

Wide Choice of diffuser type for selection

SJLITE ECO LED Glass Tube HO

240V~, 50Hz

>0.9

IP54

Class I

Luminaire Product Description

Dimension

1
2
2
3
4
1
2
2
3
4

ECO SAC 1A 120/S CRF (1x2) (IP54) 
ECO SAC 2A 220/S CRF (1x2) (IP54) 
ECO SAC 2A 220/S CRF (IP54)
ECO SAC 3A 320/S CRF (IP54)
ECO SAC 4A 420/S CRF (IP54)
ECO SAC 1C 140/S CRF (1x4) (IP54) 
ECO SAC 2C 240/S CRF (1x4) (IP54) 
ECO SAC 2C 240/S CRF (IP54)
ECO SAC 3C 340/S CRF (IP54)
ECO SAC 4C 440/S CRF (IP54)

612

1222

598

302

302

598

90

Model No. No. Of Lamp L(mm) W(mm) H(mm)

AURORAS
SP 101 Backlit Panel Light Series

Mounting

Housing & Frame Material

Di�user Material 

Coating

Light Source

Input Voltage

Power Factor

Ingress Protection

Insulation Classi�cation

UGR

T-Bar/Surface/Wood/Plaster

Cold Roll Steel & Aluminium

Polyslyrene

Epoxy Polyester Powder

SMD 2835

240V~, 50Hz

>0.9

IP20

Class II

22

Luminaire Product Description

Imperial Size

600x600x30SP101.40 (2x2)

*UGR 19 and CCT Switchable available 
upon request.

1210x300x30SP101.40 (1x4)

1210x600x30SP101.60 (2x4)

Tridonic
Philips

(Optional)

Tridonic
Philips

(Optional)

4300

4000

5800

107

100

103

40

40

56

830/

840/

865

Model No. Dimension Driver CRI & CCT Norminal
Power (W)

Norminal
System Lumen

Output (lm)

Norminal
System E�cacy

(lm/W)
Light Source

SMD 2835

Metric Size

595x595x30SP101.40 (2x2)

1195x295x30SP101.40 (1x4)

1195x595x30SP101.60 (2x4)

4300

4000

5800

107

100

103

40

40

56

830/

840/

865

Model No. Dimension Driver CRI & CCT Norminal
Power (W)

Norminal
System Lumen

Output (lm)

Norminal
System E�cacy

(lm/W)
Light Source

SMD 2835

Dimension

SP 101 Backlit Panel Light Series

Back

Optional
Accessories

Wood/Plaster Mount
Metal Frame

Surface Mount
Metal Frame

Pendant Mount
Suspension Kits/Chain

Opal Prismatic Acrylic
Clear

Acrylic
Opal Prismatic Acrylic

Clear
Acrylic



1 1

SMR 240/N

ACCESORIES
Suspension Rod

Body

Thickness

Coating

Heavy gauge sheet steel

0.5mm

Epoxy polyester powder

Accesories Product Description

Dimension

SSR 12”
SSR 18”
SSR 24”
SSR 36”
SSR 48”
SSR 60”

511 35

325
485
625
885

1225
1525

52

Model No. L(mm)

456

L1(mm) W(mm) H(mm) H1(mm)

L

L 1

W

H 1

H

ACCESORIES
Aluminium / Metal Re�ector

Material

Thickness

Metal/Aluminium

0.4mm

Accesories Product Description

Dimension

Metal

Aluminium

Metal

Aluminium

SMR 240/HN

ACCESORIES
Aluminium / Metal Re�ector

Material

Thickness

Metal/Aluminium

0.4mm

Accesories Product Description

SAR 120/HN
SAR 140/HN
SAR 220/HN
SAR 240/HN
SAR 258/HN

610
1221
610

1221
1524

63

107

134

160

Model No. L(mm) W(mm) H(mm)

SMR 120/HN
SMR 140/HN
SMR 220/HN
SMR 240/HN
SMR 258/HN

610
1221
610

1221
1524

63

107

134

160

Model No. L(mm) W(mm) H(mm)

Aluminium / Metal Re�ectorAluminium / Metal Re�ector Aluminium / Metal Re�ector

Dimension

L

H

W

L

SAR 120/N
SAR 140/N
SAR 220/N
SAR 240/N
SAR 158/N
SAR 258/N

610
1221
610

1221

166

166

216

216

39

49

49
39

Model No. L(mm) W(mm) H(mm)

1521

SMR 120/N
SMR 140/N
SMR 220/N
SMR 240/N
SMR 158/N
SMR 258/N

610
1221
610

1221

166

166

216

216

39

49

49
39

Model No. L(mm) W(mm) H(mm)

1521

Dimension

PLUTO

Luminaire Product Description

CL 103

CL 102 / CL 103 Downlight Series (HE)

Mounting

Housing Material

Power Supply

Operating Temperature

Surface

Polycarbonate

220V-240V  ~50/60Hz

45°C

Power Factor 0.5

Total Harmonic Distortion >20%

Ingress Protection IP20

Insulation Classi�cation Class II

Life Cycle  Up to 25,000hrs

Power Surge Capacity 1.5kv

CRI & CCT
Nominal 

Power (W)

Nominal
System Lumen Output

(lm)

Nominal
System E�cacy 

(lm/W)Driver ModelModel No.

CL 102.6 RD
CL 102.8 RD
CL 103.6 SQ
CL 103.8 SQ

N o t e  :  S u b j e c t  t o  + / -  1 . 5 m m * O t h e r  v a r i o u s  t y p e s  a r e  a v a i l a b l e  u p o n  r e q u e s t .

830/
840/
865

Integrated

Dimension
(Ø  xH) (LxWxH)

(mm)

175x35
225x35

175x175x35
225x225x35

12
18
12
18

1075
1600
1050
1530

90
89
88
85

Optics
Di�user Material Acrylic

Di�user Pattern Frosted

C E R T . T O
M S  I E C  6 05 9 8 - 1  :  201 2,   
M S  I E C  6 05 9 8 - 2- 1  : 1 9 9 7

C E R T . N O :  P C 005 08 9



(Corporate Office)

No.9, Lebuh Perusahaan Klebang 9, IGB International Industrial Park, 31200 Chemor, Perak Darul Ridzuan.
Tel : +605-292 3888 (Hunting Line), 291 2223, 291 2225, 291 2226, 291 2228     Fax: +605-291 2221, 291 2222
Email: marketing@sirijaya.com       Website: www.sirijaya.com

No.9, Lebuh Perusahaan Klebang 9, IGB International 
Industrial Park, 31200 Chemor, Perak Darul Ridzuan.
Tel: +605-292 3888 (Hunting Line), 291 2223, 291 2228     
Fax: +605-291 2221, 2912222
Email: sjtrunk@sirijaya.com     
Website : www.sirijayametal.com

No.9, Lebuh Perusahaan Klebang 9, IGB International 
Industrial Park, 31200 Chemor, Perak Darul Ridzuan.
Tel: +605-292 3888 (Hunting Line), 291 2223, 291 2228     
Fax: +605-291 2221, 2912222
Email: marketing@sirijaya.com     
Website : www.sirijaya.com

( Malaysia’s Subsidiaries / Factories )

5 Ubi Link #04-00 Singapore 408548.
Tel: +65-6844 3887     Fax: +65-6744 3886
Email: sjlite@singnet.com.sg

( Singapore’s Subsidiary )

57-1 & 59-1, Jalan PJU 1/37, Block G, Dataran Prima, 
47301, Petaling Jaya, Selangor, Malaysia
Tel: +603-7880 3634     Fax: +603-7880 3179
Email: sjtech@sirijaya.com     
Website : www.sirijaya.com

No.9, Lebuh Perusahaan Klebang 9, IGB International 
Industrial Park, 31200 Chemor, Perak Darul Ridzuan.
Tel: +605-292 3888 (Hunting Line), 291 2223, 291 2228     
Fax: +605-291 2221, 2912222
Email: marketing@sirijaya.com     
Website : www.sirijaya.com

( Malaysia’s Sales & Marketing )

57-1 & 59-1, Jalan PJU 1/37, Block G, 
Dataran Prima, 47301, Petaling Jaya, Selangor, Malaysia
Tel: +603-7880 3634     Fax: +603-7880 3179
Email: marketing@sirijaya.com

Co. No: 201001042568 (926496-T)

Co. No: 198601004670 (153828-D) 

Co. No: 200901031523 (874633-U) 

Co. No: 199501042498 (371702-K) 

Co. No: 201701013577 (1227742-U) 

Co. No: 200801017186 (818479-U) 

Co. No: 200609376-E




